
From:                                             Rochlin, Kevin
Sent:                                               Wednesday, May 07, 2014 4:14 PM
To:                                                  Rob Hartman; Barbara Ritchie
Cc:                                                   Greutert, Ed [USA]; Barbara Ritchie; Kelly Wright; susanh@ida.net; Douglas.Tanner@deq.idaho.gov;

Sco .Miller@deq.idaho.gov; Marc Bowman
Subject:                                         RE: FMC Pump Test
 
Barbara,
 
I have reviewed the information you provided and note also that the test is being conducted for design purposes.
 
Based on the provided information, FMC may proceed with the test after replacing the flow meter.
 
As I informed you, by proceeding, FMC is taking the risk that if the information required for the design is not
obtained, EPA will require that FMC repeat the test. 
 
Kevin Rochlin
 
_________________________________________

From:

Kevin Rochlin | Superfund Remedial Project Manager  
U.S. Environmental Protection Agency | Region 10
Office of Environmental Cleanup
1200 6th Avenue, Suite 900, ELC111 | Seattle, WA  98101
(206) 5532106
(206) 5530124 (fax)
rochlin.kevin@epa.gov

 
From: Rob Hartman [mailto:Rob.J.Hartman@mwhglobal.com] 
Sent: Wednesday, May 07, 2014 3:53 PM
To: Rochlin, Kevin; Barbara Ritchie
Cc: Greutert, Ed [USA]; Barbara Ritchie; Kelly Wright; susanh@ida.net; Douglas.Tanner@deq.idaho.gov;
Sco .Miller@deq.idaho.gov; Marc Bowman
Subject: RE: FMC Pump Test
 
Kevin:  As we discussed, restarting the 72 hour pump test would result in a full lost day because the groundwater system
would need to recover to pretest static water levels prior to reinitiating the pumping.  If the test was restarted tomorrow,
that would also result in our crews working into Sunday morning.  The alternative that we will implement is to take a 5 to
10 minute pumping outage at well EW03 (where the flow meter stopped functioning), replace the flow meter and
immediately resume pumping EW03 at the same startup and preoutage pump rate.  There will be no interruption to the
pumping from EW01 and 02.  While there will be a shortterm rebound in the water level in EW03 and maybe some
measurable rebound in the water level in the proximal piezometers, the effects on the overall pump test will be minimal
particularly given the test will proceed for an additional 65 hours after this brief outage at EW03.  If the outage affects the
pump test, the results would be biased low (i.e., short term loss of pumping would underestimate hydraulic containment). 
Finally, the brief outage will have no impact on the flowweighted, time composite samples collected during the pump test
(flowweighted sample aliquots collected at 1 hour, 36 hours and 72 hours during the test). Please contact Barbara
Ritchie or me should you have further questions.  Thanks, Rob
 
Rob J. Hartman, P.G.
MWH Americas, Inc.
Direct: (801) 6173256
Fax: (801) 6174200
Cell: (208) 2418216
Rob.J.Hartman@mwhglobal.com
 
From: Rochlin, Kevin [mailto:rochlin.kevin@epa.gov] 
Sent: Wednesday, May 07, 2014 3:42 PM
To: Barbara Ritchie
Cc: Greutert, Ed [USA]; Barbara Ritchie; Kelly Wright; susanh@ida.net; Douglas.Tanner@deq.idaho.gov; Scott.Miller@deq.idaho.gov;
Rob Hartman; Marc Bowman
Subject: FMC Pump Test
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Barbara,
 
I have been informed by my oversight contractor that one of the flow meters in the pump test is not functioning.  I was presented
with three options for how to proceed.  Given that the test has only been going for a few hours, the test should be stopped, the
well fixed and the pump test should be repeated.  This will eliminate any controversy surrounding the data results.
 
Kevin Rochlin
 
_________________________________________

From:

Kevin Rochlin | Superfund Remedial Project Manager  
U.S. Environmental Protection Agency | Region 10
Office of Environmental Cleanup
1200 6th Avenue, Suite 900, ELC111 | Seattle, WA  98101
(206) 5532106
(206) 5530124 (fax)
rochlin.kevin@epa.gov
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